
NETBOX

Colours Mounting Material

Application

Suitable accessories

Approvals | Certificates

Cavis

Office

Shop & Exhibition

Starter cable

Connection cable

USB cable

Built-in Socket
NETBOX Cavis

The NETBOX Cavis is used 
wherever individual connection 
options are required. 

It is delivered fully assembled
and tested. No electrician is 
needed for installation, as the 
connections are made by plug 
and play.

We manufacture the NETBOX
Cavis with switches, sockets, 
USB charger and also network 
connections - according to your 
needs.

Frame           

whbk whbk Clamp (mounting screws)

Panel thickness: 7-44 mm

Frame: Plastic

Module unit: Plastic

Network cable

Module unit

All available
Videos



Dimensions

Overview

Further information

A. & H. MEYER GmbH
Leuchten und Büroelektrik
Fermke 8
32694 Dörentrup
Germany

tel: +49 5265 9488-0
fax: +49 5265 9488-11
info@ah-meyer.de

3D data (STP)

STP

3D
Data

PDF

Dimen-
sions

Dimensions (PDF)* *

*on request

pCon.updateProduct request

Follow us:

NETBOX Cavis

NETBOX Axial Comfort
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NETBOX Combi II

NETBOX Entry Steel

(1) Power forwarding is only possible if NO gender changer, USB, network or HDMI cables are fitted.

(2) Power forwarding is only possible if NO gender changer, USB or HDMI cables are fitted.
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NETBOX MEB

NETBOX Spot

NETBOX Turn Comfort
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NETBOX Style 2 - 6
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